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Datasheet: Necsel™ RGB NovaLum 250 Laser 
 
These specifications are for the Necsel multi-color (RGB) NovaLum package                             
(250 lumens at D65).  
 
 

Model #  Symbol Min. (mW) Typical (mW) Max. (mW) 

NovaLum-RGB-250  - 1150 - 
 

Operating Wavelengths 

Laser Parameter Symbol Min.           Typical        Max. Unit 
Operating Power RGB (D65 White Balanced) Pop - 1150 - mW 
Module Operating Temperature [non-
condensing atmosphere] TThermistor - 25 - C 

    
Red    
Center Wavelength  - 638 - nm 
Operating Power Pop 500 - - mW 
Current  Iop - 800 - mA 
Voltage Vop 1.9 2.4 2.6 V 
 

Green   

Center Wavelength  - 525 - nm 
Operating Power Pop 600 - - mW 
Current  Iop - 1500 - mA 
Voltage Vop 3.5 4.7 5.2 V 
      
Blue 
Center Wavelength  - 465 - nm 
Operating Power Pop 1200 - - mW 
Current  Iop - 1500 - mA 
Voltage Vop 3.5 4.2 4.8 V 
      
Fiber Specifications 
Fiber Core Diameter 
(Centration ≤ 10 um)   0.200  mm 

Connector Type 
(Nose length 0.3850 - 0.3863 in., 9.779 9.812 mm) 

 SMA-905   

Numerical Aperture   0.22   
 
 

Note: Other fiber core diameters, NA and connector types available upon request. 



 
 

 
 

 
Page 2 of 2  

Outline Drawing and Electrical Connections  

 

  


